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PRODUCT DESCRIPTION  
Zen Purlins are made by rolling cold-formed sheets to manufacture steelwork for supporting the roof. The Zen Purlin is unique in its design, whereby 
stiffeners have been introduced in its cross-section to form cost-effective solutions to support roofing sheets. In design, various solutions can be 
utilized to achieve longer spans e.g overlapping of purlins, sleeving of purlins and using continuous purlins. The Zen Purlin is manufactured from an 
automated CNC line that reads drawings from a Tekla model and automatically punches and cuts purlins to required lengths. The machine offers 
various other options such as screw dimples, swage, web holes etc. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

GALVANIZED ZEN PURLINS 

 
Galvanized Zen Purlins are made in C shapes. All galvanized 
purlins can be overlapped end-to-end which makes it ideal for 
long runs in very large roofing applications. We make these 
purlins available to the clients in different specifications, as per 
their precise requirements. The Zen Purlin has distinctive 
stiffeners in the web that allows for cost-effective solutions. Pre 
galvanised steel allows for rust protection and hence does not 
need to be painted over. The purlin specification are provided in 
the image and the text on the right.  

 ALTERNATIVE PURLINS  
GENERAL C-PURLINS 

 

 

C Purlins are one form of Purlins 
that are used to support the load 
from the roof sheeting. The plane 
surface of this Purlin on one side 
has made it a preferred material for 
cladding due to its easy installation 
on steel frames. The C Purlins can 
be lipped with stiffeners in the web 
- which is what the Zen Purlin is. 
These can also be used as side 
cladding rails. 

Zenith Steel Fabricators Ltd can also supply 
Z Purlins which are made using cold-formed 
or rolled sheets for supporting the roof. The 
flexible shape of these beams facilitates 
various designs solutions. These purlins are 
extensively used in huge roofing solutions 
such as godowns, workshops, industrials 
sheds and many more. Our purlins are crisp 
and clean in design and do not allow the 
scope of inaccurate lengths by utilizing CNC 
machinery. 

SPECIFICATION OF THE GALVANISED C – PURLINS 
1. The depth of the galvanised C – purlins can range between 140mm – 

200mm  
2. The thickness of the galvanised C – purlins can range between 

1.4mm – 2mm  
3. Punched holes on web: 12mm  
4. Punched holes on Flange: 6mm 

 

 GENERAL Z-PURLINS 

 

 ZEN PURLIN
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